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OPERATIONS MANUAL i 

MTNINUM FIELD LENGTH FOR LIGXTEST 
WEIGHT ABOVE SHADED AREA IS REQUIRED. - 

P 
Vi ADLDJUSTXENTS 

SLOPE I WIND 
ADD 1 m O T  PER 1% UP ADD 1 KNOT PER 15 W O T  HW 
SUB 1 KI(OT PER 1% DN SUE 1 KNOT PER 5 1[NOT TW 

23.10.06 
747-2K7B 
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TAKEOFF WITHOUT 
WATER INJECTION 
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NACELLE A/I ON OR OFF Y 

r 
4 BLEEDS ON 3 PACKS ON 
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INITIAL CLIMB EPR 
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AIRPORT OFIUP TO 41 50 59 68 77 86 95 104 113 122 129 
0 & T 'ClDP M 5 10 15 20 25 30 35 40 45 50 54 
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, ENGINES EQUIPPED WITH WATER 
INJECTION SYSTEMS MAY BE 
OPERATED (PER AFM APPENDIX 49) 
WITHOUT W A T ~ R  INJECTION AT THE . INDICATED TAKEOFF EPR VALUES 4T 

- (32'Fl AND BELOW. 
AMBIENT TEIHPEFATURES OF 0-C 

a 
* 

4 BLEEDS ON 3 PACKS ON 

REDUCE EPR BY .01 FOR EACd 
20 KNOTS ABOVE 200 KIAS 

BASED ON: 200 KTAS 
1000 F T  ABOVE AIRPORT 

PRESSURE ALTITUDE 1000 FT 
- 1 I s . ~ . l  1 1  2 1  3 1  4 1  5 1  6 1  7 1  8 1  9 1 1 0  
1.37~1.3/~1.38~1.39~1.39)1.40~1.41~1.42~1.43~1.44~1.45~1.46 

EPR CORRECTION WI ON 
NACELLE1 -.02 1 

NOTE: INCREASE V AND V BY 1 KNOT 
1 R 

FOR EACH .03 EPR REDUCTION. 

*BASED ON THE FLAF SETTING AND BLEED 
CONFIGURATION USED FOR TAKEOFF 

I F  V i  PPJOR TO CORRECTION IS FOUND 
I N  THE SHADED AREA OF THE TAKEOFF 
SPEEDS CXART, FIND THE LIGHTEST 
WEIGHT ABOVE THE SHADED AREA AND 
USING THIS WEIGHT AS THE ACTUAL 
GROSS WEIGHT RECOMPUTE THE SURPLUS 
WEIGHT AND THE ALLOWABLE EPR REDUCTION 
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OPERATIONS MANUAL 

747-100/200 
JT9D-7' 

u, 
P a 

TO AMBIENT TEMPERATURES OF MINLYUM CONTROL SPEED. MINIMUM FIELD LENGTH 
- i n v  ( 0 ' ~ )  AND ABOVE. FOR LIGHTEST WEIGHT ABOVE SHADED AREA I S  REQUIRED. 

V 1  ADJUSTMENTS 
FOR DRY TAKEOFFS AT THE WET SLOPE I W I N D  
RATINGS, USE TAKEOFF SPEEDS ADD 1 KNOT PER 1% UP RDD 1 KNOT PER 15 KNOT HW 
ASSOCIATED WITH -inec, ALTHOUGH SUB 1 KNOT PER 1% DN SUB 1 KNOT PER 5 KNOT TW 
SUCH OPERATION I S  ALLOWED 
BETWEEN PMBIENT TEMPEFATURES 

x OF -54-C TO O'C ( -65°F  TO 32 'F) .  

747 -2K7B ._. 1 


